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COOL-FIT 4.0 Absperrklappen-Set Typ 145, elektrisch

Ausführung:
• Material: ABS mit Stutzen PE100 SDR11, metrisch
• Spannung 100 - 230V, 50-60 Hz
• Werkseingestellt Stellbereich 90°
• Heizung integriert, Rückmeldung Auf/Zu/Mitte
• Einschliesslich Vorschweissbunde, Losflansche PP-Stahl, Bolzen und Isolationshalbschalen
• Separater Fitting Typ A wird für die Verbindung benötigt 
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110 100 10 6500 138 567 214
160 150 10 16500 138 567 217
225 200 10 39600 138 567 220
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110 100 310 188 168 552 72 179 122 460 104 167 190 696 320 56
160 150 358 259 720 90 179 122 535 143 203 190 895 412 72
225 200 409 325 776 110 179 122 580 170 210 200 996 462 73

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a gua-

ranteed durability. They are subject to modification. Our General Terms of Sale apply.

Georg Fischer Piping Systems Ltd, Postfach, CH-8201 Schaffhausen/Switzerland

Phone +41 -(0)52-631 1111

e-mail: info.ps@georgfischer.com

Internet: http://www.gfps.com


