
SECURE 1 Helmet/Cap mount Weight 250 g EN 352-1:2002
Freq. Hz 63 125 250 500 1000 2000 4000 8000 H M L SNR

Mean att.F5 12,8 10,7 12,9 18,9 28,6 31,0 32,4 33,5

Std. dev.F6 4,5 3,0 2,9 1,9 3,1 4,2 3,4 4,3 28 20 13 23

APVF7 8,3 7,7 10,0 17,0 25,5 26,8 29,0 29,2

SECURE Passive Cap attached with KASK ZENITH helmet 

SECURE Passive Cap Approved helmet combinations

Certificate no 711604-a. PZT GmbH, Bismarckstrasse 264 B, 26389 Wilhelmshaven, Germany, 
Notified Body: 1974, Notified by ZLS 

SECURE 2 Helmet/Cap mount Weight 271 g EN 352-3:2002
Freq. Hz 63 125 250 500 1000 2000 4000 8000 H M L SNR

Mean att.F5 14,0 14,2 19,3 25,1 34,0 34,9 32,6 33,5

Std. dev.F6 2,8 4,2 2,0 2,0 2,9 3,3 3,7 6,5 30 26 18 28

APVF7 11,2 10,0 17,3 23,1 31,1 31,6 28,9 27,0

Certificate no 711604-a. PZT GmbH, Bismarckstrasse 264 B, 26389 Wilhelmshaven, Germany, 
Notified Body: 1974, Notified by ZLS  

SECURE 3 Helmet/Cap mount Weight 300 g EN 352-1:2002
Freq. Hz 63 125 250 500 1000 2000 4000 8000 H M L SNR

Mean att.F5 14,1 15,9 22,0 26,8 36,4 32,4 32,8 34,7

Std. dev.F6 3,2 4,6 3,0 2,4 4,2 3,4 3,7 4,9 30 27 19 29

APVF7 10,9 11,3 19,0 24,4 32,2 29,0 29,1 29,8

Certificate no 711604-a. PZT GmbH, Bismarckstrasse 264 B, 26389 Wilhelmshaven, Germany, 
Notified Body: 1974, Notified by ZLS  

These earmuffs should be fitted to, and used only with the following industrial safety helmets. For the latest 
list of approved helmet combinations please see our website: www.hellbergsafety.com

Certificate no 711604-a. PZT GmbH, Bismarckstr. 264 B, 26389 Wilhelmshaven, Germany, 
Notified Body: 1974, Notified by ZLS

Manufacturer Helmet model Adapter S M L

KASK Zenith BA 30 mm x x x

KASK Zenith 30 mm x x x

KASK Zenith Air BA 30 mm x x x

KASK Zenith PL 30 mm x x x
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